
66 ELECTROCHEMISTRY

BOECO PH/MV/ION/TEMP BENCH TOP 
METER MODEL BT-675	
A	 Large display with backlight
A	 Simultaneous display of pH / ORP and temperature readings
A	 Dual buffer set selection: (4,01, 7,00 10,01) or 4,00, 6,86, 9,18)
A	 Calibration data is stored in memory and is ready 
	 for use on power up.
A	 Resolution to 0,1 mV for Ion measurement
A	 Automatic or manual temperature compensation
A	 Automatic lock mode and end point sensing are available to lock in 
	 stable readings
A	 AC adaptor or battery power (low battery indicator)
A	 IP54 waterproof case

The BT-675 will be delivered incl. the following standard accessories:	
1 x ATC probe, each 1 x 500 ml Buffer solution pH 4,01, pH 7,00  
1 x AC adaptor, 1 x operating Manual, 1 x flexible electrode holder. 6 x 1,5 V 
AAA batteries

Specification:		
pH	
Range	 Resolution	 Accuracy
0 to 14,00 pH 	 0.01 pH	 ± 0,01 

mV	
Range	 Resolution	 Accuracy
-1999,9 to 1999,9 mV 	 0,1 mV	 ± 0,4 mV (-1500,0 -1500,0);
		  ± 1 mV  (-1999,9 - -1500,0 
		  and 1500,0 - 1999,9)

Temperature	
Range	 Resolution	 Accuracy
0,0 to 100,0°C 	 0,1°C	 ±0,2°C 

pH buffer recognition:	 US (4,01, 7,00, 10,01) or
		  NIST (4,00, 6,86, 9,18) user selectable
Buffer temp. range	 0 - 60,0 °C
pH calibration		 1,2 or 3 point calibration
pH electrode offset 
Recognition:		  ±1,50 pH
pH electrode slope 
Recognition:		  ±30% at pH 4,00, 4,01, 9,18 or 10,01	
pH temp. compensation:	 Auto / manual 0,0 to 100°C	
Input impedance:	 1012 ohms
Temperature sensor:	 Thermistor, 10K ohms at 25°C	
RS 232 interface:	 no	
Power requirement:	 6 x 1,5 Volt AAA batteries or AC adaptor	
Dimensions (LxWxH):	 150 x 203 x 72 mm 	
Weight:		  0,54 kg (batteries included)	

Code	 Description
BOE 5196750  	 Bench Top pH/mV/Ion/Temp Meter, Model BT-675, 
		  AC adaptor with EURO plug 
		  with standard accessories, without electrode
BOE 5196751   	 Bench Top pH/mV/Ion/Temp Meter, Model BT-675, 
		  AC adaptor with US plug 
		  with standard accessories, without electrode
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